VARIABLE ® ‘ VARIABLE

W46 X 6
WELDED WIRE

FABRIC (TYP.)

SECTION THRU DITCH
(SHOWING TOE WALL)

INTERMEDIATE TOE WALL

SECTION A-A

B/TEIE WALL

INLET TOE WALL

OUTLET
TOE WALL

PLAN

SPACE FOR INTERMEDIATE TOE WALL

INTERMEDIATE
TOE WALL

LEGEND

(D) VERTICAL PAVED DITCH HEIGHT.
() SO0D. GEDTEXTILE FABRIC, OR EROSION CONTROL WAT. IF REQUIRED.

€1) THE WIDTH OF THE STEEPER SIDEWALL OF ALL DITCHES.
(52) THE WIDTH OF THE FLATTER SIDEWALL OF ALL DITCHES.

(W) THE WIDTH OF THE BOTTOM OF A FLAT BOTTOM DITCH

GENERAL NOTES:

WELDED STEEL WIRE FABRIC SHALL CONFORM TO THE REQUIREMENTS OF SEC. 1036.1.3 OF
STANDARD SPECIFICATIONS FOR HIGHWAY CONSTRUCTION.

SOD. GEDTEXTILE FABRIC., DR EROSION CONTROL MATS SHALL BE USED ALONG THE SIDES
IF SHOWN ON THE PLANS. DR AS DIRECTED BY THE ENGINEER.

TOE WALLS SHALL BE CONSTRUCTED AT INLET AND OUTLET ENDS OF PAVED DITCHES AND AT
507 MAXIMUM SPACING FOR INTERMEDIATE TOE WALLS.
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